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PCR
PASSENGER CAR RADIAL

ZT1000
a.	Eco friendly because of the curved edge of                       

pattern blocks that ensures efficient wear         
resistance, increasing tire service life

b.	Outer shoulder blocks help increase stability 
while cornering and inner shoulder dissipates 
water and heat quickly

c.	Well positioned wider grooves & slightly curved 
lateral grooves help in quicker dissipation of 
water thereby enhancing braking & stability on 
wet conditions

d.	Continuous 3 center ribs with optimal block di 
tribution provide steering stability performance 
at a high speed

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

80 Series
145/80 R13 75S 386 44 4.0 150 562 7.2
155/80 R13 79T 436 44 4.5 157 578 7.6
175/80 R15 90S 599 44 5.0 175 661 7.6

70 Series

155/70 R12 (WSW) 73H 364 44 4.5 167 520 7.2
165/70 R12 (WSW) 77H 411 44 5.0 180 534 7.4

175/70 R12 80H 449 36 5.0 177 551 7.8
145/70 R13 71T 344 44 4.5 150 534 7.8
155/70 R13 75H 386 44 4.0 167 546 7.2
165/70 R13 79T 436 36 5.0 170 562 7.8
175/70 R13 82T 474 36 5.0 177 576 7.8
185/70 R13 86T 529 36 5.5 189 590 8.0
165/70 R14 81H 461 36 5.0 170 588 7.8
175/70 R14 88H XL 559 50 5.0 187 600 7.4
185/70 R14 88H 559 36 5.5 189 616 8.0
195/70 R14 91T 614 44 6.0 201 630 7.8
205/70 R14 98H XL 748 36 6.0 209 644 8.0
205/70 R15 96H 709 44 6.0 209 669 7.8
215/70 R15 98H 748 36 6.5 221 683 8.0

65 Series

155/65 R13 73T 364 36 4.5 157 532 7.8
165/65 R13 77T 411 36 5.0 170 554 7.8
175/65 R13 80T 449 44 5.0 189 555 7.4
155/65 R14 75T 386 36 4.5 157 558 7.8
165/65 R14 79H 436 44 5.0 182 567 7.4
175/65 R14 82H 474 36 5.0 177 584 7.8
185/65 R14 86H 529 36 5.5 189 596 8.0
175/65 R15 88H XL 559 50 5.0 189 606 7.4
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ZT1000

PCR
PASSENGER CAR RADIAL

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

65 Series

185/65 R15 88H 559 36 5.5 189 621 8.0
195/65 R15 91H 614 36 6.0 201 635 8.0
195/65 R15 91V 614 36 6.0 201 635 8.0
205/65 R15 94H 669 36 6.0 209 647 8.0
205/65 R15 94V 669 36 6.0 209 647 8.0
215/65 R15 100V XL 798 50 6.5 226 659 7.8
205/65 R16 95V 689 36 6.0 206 672 8.0
215/65 R16 98V 748 36 6.5 221 686 8.0
215/65 R17 99T 773 44 6.5 220 712 8.5

60 Series

175/60 R13 77H 411 36 5.0 177 540 7.8
185/60 R14 82H 474 36 5.5 189 578 8.0
195/60 R14 86H 529 36 6.0 201 610 8.0
205/60 R14 88H 559 36 6.0 209 602 8.0
175/60 R15 81H 462 36 5.0 177 591 7.3
185/60 R15 88H XL 559 49 6.0 189 603 7.8
195/60 R15 88H 559 36 6.0 201 615 8.0
205/60 R15 91V 614 44 6.0 209 627 7.8
175/60 R16 82H 475 36 5.0 177 616 7.3
195/60 R16 89H 580 36 6.0 201 640 7.3
205/60 R16 96V XL 709 49 6.0 209 652 7.8
215/60 R16 95V 689 36 6.5 221 664 8.0
225/60 R16 98H 748 44 6.5 228 676 8.6
235/60 R16 100V 798 44 7.0 240 688 8.6
225/60 R17 99H 773 44 6.5 228 702 8.6
235/60 R17 102H 848 44 7.0 240 714 8.6

55 Series

165/55 R14 72V 354 44 5.0 170 538 7.4
185/55 R14 80V 449 44 6.0 194 560 7.6
165/55 R15 75V 386 36 5.0 170 563 7.8
185/55 R15 82V 474 44 6.0 194 585 7.6
195/55 R15 85V 514 36 6.0 201 595 8.0
205/55 R16 91V 614 36 6.5 214 632 8.0

50 Series
165/50 R15 73V 364 44 5.0 170 547 7.4
195/50 R15 82V 474 44 6.0 201 577 7.8
165/50 R16 75V 386 44 5.0 170 572 7.4

45 Series
165/45 R15 72V XL 355 42 5.5 165 529 7.1
165/45 R16 74V XL 375 42 5.5 165 554 7.1
195/45 R16 84V XL 499 49 6.5 195 582 7.8

40 Series
165/40 R16 73V XL 364 44 6.0 170 538 7.4
165/40 R17 75V XL 387 42 6.0 170 564 7.3
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PCR
PASSENGER CAR RADIAL

Independent Test conducted by Auto Bild – 2015
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PCR
PASSENGER CAR RADIAL

a.	Optimal pitch variation of tread design reduces 
mono pitch sound & ensures better traction

b.	Larger & curved tread blocks on outer shoulder 
ensures better cornering

c.	Independent tread blocks on inner shoulder  de-
livers good traction on wet surfaces in straight 
line motion

d.	Enhanced stiffness of the tread blocks offer 
remarkable resistance against irregular wear 
thereby increasing tire life

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

80 series 145/80 R13 75T 386 44 4.0 145 562 7.0

70 series

155/70 R12 73T 364 44 4.5 157 523 7.2

165/70 R12 77T 411 44 5.0 170 537 7.4

155/70 R13 75T 386 44 4.5 157 548 7.2

175/70 R14 84T 499 44 5.0 177 602 7.4

65 series

175/65 R13 80T 449 44 5.0 177 558 7.4

165/65 R14 79T 436 44 5.0 170 570 7.2

175/65 R15 84H 499 44 5.0 177 609 7.4

215/65 R15 96H 709 44 6.5 221 661 7.8

55 series
155/55 R14 69V 324 44 5.0 162 526 7.0

195/55 R16 87V 544 44 6.0 201 620 7.4

ZT2000
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PCR
PASSENGER CAR RADIAL

Performance comparison between ZT2000 and other brands

6.0
6.2
6.4
6.6
6.8
7.0
7.2
7.4

Straight Line Driving

Steering
Performance

Active Safety

Wet Handling

Ride Comfort

Overall

Taiwanese Brand
Zeetex ZT2000
Korean Brand

Internal Noise on Smooth Road test

60kph 80kph 60kph 80kph
Driver Mic (dBA) Passenger Mic (dBA)

Taiwanese Brand Zeetex ZT2000 Korean Brand

Internal Noise on Rough Road test

65
66
67
68
69
70
71
72
73
74

60kph 80kph 60kph 80kph
Driver Mic (dBA) Passenger Mic (dBA)

Subjective Evaluation 

55 
56 
57 
58 
59 
60 
61 
62 
63 
64 
65 
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PCR
PASSENGER CAR RADIAL

a.	Asymmetrical pattern with balanced driving   
behavior in all weather conditions

b.	Exceptional wet grip & traction due to                    
circumferential & lateral grooves, resulting in 
shorter braking distance

c.	Optimal pitch variation to reduce road noise 
and give remarkable driving comfort

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim 
Width

Section 
Width

Overall 
Diameter

Tread 
Depth

kgs psi inches mm mm mm
75 Series 235/75 R15 109T XL 1030 44 6.5 235 755 8.4

175/70 R13 82H 475 44 5.0 177 576 7.6

70 series
195/70 R14 95H XL 689 44 6.0 194 608 7.8
205/70 R15 100H XL 798 44 6.0 202 645 7.8
215/70 R15 98T 748 44 6.5 213 659 8.0

65 series

185/65 R14 90H XL 599 44 5.5 182 575 7.6
185/65 R15 88H 560 44 5.5 182 599 7.6
195/65 R15 95H XL 689 44 6.0 194 613 7.8
205/65 R15 99H XL 773 44 6.0 202 624 7.8
215/65 R16 102H XL 848 44 6.5 213 662 8.0
215/65 R17 98H 748 44 6.5 213 687 8.0

60 Series

185/60 R15 88H XL 559 44 5.5 182 582 7.6
195/60 R15 88H 559 44 6.0 201 615 7.8
205/60 R16 96H XL 709 44 6.0 202 629 7.8
215/60 R16 99H XL 773 44 6.5 221 640 8.0
225/60 R16 102H XL 848 44 6.5 228 652 8.0

55 series 205/55 R16 94V XL 669 44 6.5 214 610 7.6

ZT3000
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PCR
PASSENGER CAR RADIAL M+S

a.	Uni-directional tread design with wider grooves 
ensures quicker water evacuation and helps in 
overcoming aquaplaning

b.	Larger & curved tread blocks on outer shoulder 
ensures better cornering

c.	Specially engineered “All Weather” compound 
ensures outstanding performance & safety year-
round

d.	Wide footprint offers longer mileage and lower 
rolling resistance leading to better fuel efficiency

Series Size LI/SS
Maximum 

Load

Max. 
Inflation 
Pressure

Rim 
Width

Section 
Width

Overall 
Diameter

Tread 
Depth

kgs psi inches mm mm mm

65 Series
175/65  R14 86H XL 530 44 5.0 177 584 7.5
185/65  R15 88H 560 44 5.5 189 621 7.5
195/65  R15 91V 690 44 6.0 201 635 7.8

60 Series 205/60  R16 96V XL 710 44 6.0 209 652 7.8

55 Series

205/55  R16 94V XL 670 44 6.5 214 632 7.5
215/55  R16 97V XL 730 44 7.0 226 642 7.8
225/55  R16 99V XL 775 44 7.0 233 654 7.8
205/55  R17 95V XL 690 44 6.5 214 658 7.5

50 Series 225/50 ZR17 98W XL 750 44 7.0 233 658 7.5

45 Series
225/45 ZR17 94W XL 670 44 7.5 225 634 7.8
235/45 ZR17 97W XL 730 44 8.0 236 644 7.8

40 Series 225/40 ZR18 92Y XL 530 44 8.0 230 637 7.5

ZT4000 4S
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UHP
ULTRA HIGH PERFORMANCE

HP1000
a.	Serrations on the groove wall reduce pipe               

resonance noise making it an ultra-silent tire

b.	Good control of over steer and extremely precise 
steering accuracy

c.	Remarkable vehicle stability during braking in a 
turn and gentle side slip

d.	Outstanding resistance against aquaplaning        
because of wide circumferential & lateral grooves

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

60 series 235/60  R18 107V XL 973 44 7.0 240 739 8.2

55 series

195/55  R15 89V XL 579 44 6.0 201 595 7.4
205/55  R15 88V 559 44 6.5 214 607 7.4
205/55 ZR16 91W 614 44 6.5 214 633 7.6
215/55 ZR16 97W XL 728 44 7.0 226 642 7.6
225/55 ZR16 99W XL 773 44 7.0 233 654 7.8
215/55 ZR17 94W 669 44 7.0 226 668 7.6
225/55  R17 97V 728 44 7.0 233 680 7.8

50 series

195/50  R16 88V XL 559 44 6.0 201 602 7.2
205/50 ZR16 87W 544 44 6.5 214 613 7.6
205/50 ZR17 93W XL 649 44 6.5 214 638 7.4
215/50 ZR17 95W XL 689 44 7.0 226 648 7.6
225/50 ZR17 94W 669 44 7.0 233 658 7.8
225/50  R18 99V XL 773 44 7.0 233 632 7.8
235/50 ZR18 97W 728 44 7.5 245 693 8.0

45 series

205/45 ZR16 87W XL 544 44 7.0 206 590 7.4
205/45 ZR17 88W XL 559 44 7.0 206 616 7.2
215/45 ZR17 91W XL 614 44 7.0 213 626 7.4
225/45 ZR17 94W XL 669 44 7.5 225 634 7.6
235/45 ZR17 97W XL 728 44 8.0 236 644 7.5
245/45 ZR17 95W 689 44 8.0 243 652 8.2
225/45 ZR18 95Y XL 689 44 7.5 226 659 7.6
245/45 ZR18 100Y XL 798 44 8.0 243 677 7.8

40 series
205/40 ZR17 84W XL 499 44 7.5 212 596 7.6
245/40 ZR17 91W 614 44 8.5 248 628 8.0
225/40 ZR18 92Y XL 629 44 8.0 230 637 7.6
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UHP
ULTRA HIGH PERFORMANCE

HP1000
Series Size

Load Index 
/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

40 series
235/40 ZR18 95Y XL 689 44 8.5 241 645 7.8
245/40 ZR18 97Y XL 728 44 8.5 248 653 8.0
245/40 ZR19 98Y XL 748 44 8.5 248 679 8.0

35 series

215/35 ZR18 84W XL 499 44 7.5 218 607 7.8
265/35 ZR18 97W XL 728 44 9.5 271 643 8.2
225/35 ZR19 88Y XL 559 44 8.0 230 641 7.8
245/35 ZR19 93Y XL 649 44 8.5 248 655 8.0
225/35 ZR20 93Y XL 649 44 8.0 230 666 7.8
245/35 ZR20 95Y XL 689 44 8.5 248 680 7.9
255/35 ZR20 97Y XL 728 44 9.0 260 686 7.9

Series Size Load Index / 
Speed Symbol

45 Series 245/45 R19 102Y XL

40 Series
255/40 R19 100Y XL
275/40 R19 105Y XL
245/40 R20 99Y XL

35 Series

275/35R18 99Y XL
235/35 R19 91Y XL
255/35 R19 96Y XL
265/35 R19 98Y XL
275/35 R20 102Y XL

30 Series 285/30 R19 98Y XL

Upcoming sizes

Upcoming Run Flat Sizes
Series Size Load Index / 

Speed Symbol

55 Series
205/55 ZR16 91W
225/55 R17 97V

50 Series
205/50 ZR17  93W XL
225/50 ZR17 94W

45 Series
225/45 ZR17 94W XL
225/45 ZR18  95Y XL 

40 Series 225/40 ZR18  92Y XL
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UHP
ULTRA HIGH PERFORMANCE

Performance comparison between HP1000 and other brands

65
66
67
68
69
70
71
72
73
74
75

60kph 80kph 60kph 80kph

Driver Mic (dBA) Passenger Mic (dBA)

Indonesian Brand Zeetex HP1000 Korean Brand

Internal Noise on Smooth Road test

0
2
4
6
8

Straight Line
Driving

Steering
Performance

Active Safety

Wet Handling

Ride Comfort

Overall
Indonesian Brand
Zeetex HP1000
Korean Brand

Subjective Evaluation 
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UHP
ULTRA HIGH PERFORMANCE

HP2000 vfm
a.	Serrations on the groove wall reduce pipe               

resonance noise making it an ultra-silent tire

b.	Unique shoulder blocks enhance vehicle stability 
during high speed cornering

c.	Specially engineered inner ribs ensure precise 
steering, optimal footprint and steadiness in      
longitudinal drive

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm
60 Series 215/60 R17 96H 709 44 6.5 221 690 7.8

55 Series

205/55 R15 88V 559 44 6.5 214 607 7.8
195/55 R16 91V XL 614 50 6.0 201 620 7.8
215/55 R16 97Y XL 728 50 7.0 226 642 7.8
225/55 R16 99Y XL 773 50 7.0 233 654 7.8
205/55 R17 95W XL 689 50 6.5 214 658 7.8
215/55 R17 98W XL 748 50 7.0 226 668 7.8
225/55 R17 101W XL 823 50 7.0 233 680 7.8

50 Series
195/50 R16 88V XL 559 50 6.0 201 602 7.8
205/50 R16 91W XL 614 50 6.5 214 612 7.8
205/50 R17 93W XL 649 50 6.5 214 638 7.8

50 Series

215/50 R17 95V XL 689 50 7.0 226 648 7.8
225/50 R17 98Y XL 748 50 7.0 233 658 7.8
225/50 R18 95V 689 50 7.0 233 683 7.8
235/50 R18 101W XL 823 50 7.5 245 693 7.8

45 Series

205/45 R16 87W XL 544 50 7.0 206 590 7.8
215/45 R16 90W XL 599 50 7.0 213 600 7.8
205/45 R17 88W XL 559 50 7.0 206 616 7.8
215/45 R17 91W XL 614 50 7.0 213 626 7.8
225/45 R17 94Y XL 669 50 7.5 225 634 7.8
235/45 R17 97Y XL 728 50 8.0 236 644 7.8
245/45 R17 99Y XL 773 50 8.0 243 652 7.8
215/45 R18 93Y XL 649 50 7.0 213 651 7.8
225/45 R18 95Y XL 689 50 7.5 225 659 7.8
235/45 R18 98Y XL 748 50 8.0 236 669 7.8
245/45 R18 100Y XL 798 50 8.0 243 677 7.8
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UHP
ULTRA HIGH PERFORMANCE

HP2000 vfm
Series Size

Load Index 
/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

40 Series

195/40 R17 81H XL 462 42 8.0 200 588 7.5
195/40 R17 81W XL 462 42 8.0 200 588 7.5
205/40 R17 84W XL 499 50 7.5 212 596 7.8
215/40 R17 87Y XL 544 50 7.5 218 604 7.8
245/40 R17 95Y XL 689 50 8.5 248 628 7.8
215/40 R18 89H XL 580 42 7.5 218 629 7.5
215/40 R18 89W XL 580 42 7.5 218 629 7.5
225/40 R18 92Y XL 629 50 8 230 637 7.8
235/40 R18 95Y XL 689 50 8.5 241 645 7.8
245/40 R18 97Y XL 728 50 8.5 248 653 7.8
245/40 R19 98W XL 748 50 8.5 248 679 7.8

35 Series

215/35 R18 84Y XL 499 50 7.5 218 607 7.8
255/35 R18 94Y XL 669 50 9.0 260 635 7.8
265/35 R18 97Y XL 728 50 9.5 271 643 7.8
215/35 R19 85Y XL 515 42 7.5 218 633 7.5
225/35 R19 88Y XL 559 50 8.0 230 641 7.8
245/35 R19 93Y XL 649 50 8.5 248 655 7.8
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UHP
ULTRA HIGH PERFORMANCE

Performance comparison between HP2000 vfm and other brands

Internal Noise on Smooth Road test

Longitudinal Aquaplaning Dry Braking Distance 

Internal Noise on Rough Road test



SUV
SPORTS UTILITY VEHICLE

SU1000
a.	Serrations on the groove wall reduce pipe               

resonance noise making it an extremely silent tire

b.	Improved vehicle stability & reduced braking      
distance both in dry & wet surfaces

c.	Good absorption of road inputs delivering               
extra-ordinary driving comfort

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm
65 series 235/65  R17 104H 898 51 7.0 240 738 8.2

60 series
245/60  R18 105H 923 51 7.0 248 751 8.4
285/60  R18 120H XL 1397 51 8.5 292 799 9.0
275/60  R20 115H 1215 51 8.0 279 838 8.8

55 series

235/55  R18 104V XL 898 51 7.5 245 715 8.0
255/55  R18 109V XL 1028 51 8.0 262 729 8.4
255/55  R19 111V XL 1088 51 8.0 265 763 8.4
275/55  R19 111V XL 1088 51 8.5 284 785 8.8
275/55  R20 117V XL 1282 51 8.5 282 802 8.8

50 series
245/50  R20 102V 850 51 7.5 254 754 8.0
255/50 ZR19 107W XL 973 51 8.0 265 739 8.4
265/50  R20 112V XL 1118 51 8.5 277 774 8.4

45 series
255/45  R20 105V XL 923 51 8.5 255 738 8.2
275/45  R20 110V XL 1058 51 9.0 269 750 8.6
285/45  R22 114V XL 1178 51 9.5 285 815 8.8

40 Series 305/40 ZR22 114W XL 1178 51 11.0 302 800 9.0

35 series

295/35  R21 107V XL 973 51 10.5 301 739 9.0
265/35 ZR22 102W XL 848 51 9.5 241 751 8.8
295/35   R24 110V XL 1060 51 10.5 302 815 9.0
305/35   R24 114V XL 1180 51 11.0 312 823 9.0

30 Series 255/30   R22 95W XL 690 51 9.0 259 714 8.0

Series Size Load Index / 
Speed Symbol

70 Series 265/70 R18 116H
65 Series 245/65R17 107T
55 Series 235/55 R19 101H
55 Series 235/55 R20 102H

Series Size Load Index / 
Speed Symbol

50 Series 285/50 R20 112H
45 Series 245/45 R20 103Y XL
40 Series 275/40 R20 106Y XL

Upcoming sizes
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SUV
SPORTS UTILITY VEHICLE

Performance comparison between SU1000 and other brands

54
55
56
57
58
59
60
61
62
63
64

60kph 80kph 60kph 80kph
Driver Mic (dBA) Passenger Mic (dBA)

Taiwanese Brand Zeetex SU1000 Korean Brand
92

94

96

98

100

102

104

5%
slip

10%
slip

15%
slip

20%
slip

25%
slip

30%
slip

35%
slip

40%
slip

Taiwanese Brand Zeetex SU1000 Korean Brand

37.1

39.6

40.2

35 36 37 38 39 40 41

Korean Brand

Zeetex SU1000

Taiwanese Brand

Dry Braking Distance in feet

Internal Noise on Smooth Road test

Dry Braking Distance 

Longitudinal Aquaplaning 

0
1
2
3
4
5
6
7
8

Straight Line Driving

Steering
Performance

Active Safety

Wet Handling

Ride Comfort

Overall
Taiwanese Brand
Zeetex SU1000
Korean Brand

Subjective Evaluation 



SUV
SPORTS UTILITY VEHICLE

SU1000 vfm
a.	Serrations on the groove wall reduce pipe               

resonance noise making it an extremely silent tire

b.	Improved vehicle stability & reduced braking      
distance both in dry & wet surfaces

c.	Good absorption of road inputs delivering               
extra-ordinary driving comfort

Series Size
Load Index /

Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

65 Series
215/65 R16 102V XL 848 50 6.5 221 686 8.0

235/65 R17 108V XL 923 50 7.0 240 738 8.0

60 Series

235/60 R16 100V 798 44 7.0 240 688 8.0

235/60 R18 107W XL 998 50 7.0 240 739 8.0

245/60 R18 105V 923 44 7.0 248 751 8.0

55 Series

235/55 R17 103V XL 873 50 7.5 245 690 8.0

215/55 R18 99V XL 773 50 7.0 226 693 8.0

225/55 R18 98V 748 44 7.0 233 705 8.0

235/55 R18 104V XL 898 50 7.5 245 715 8.0

255/55 R18 109W XL 1028 50 8.0 265 737 8.0

255/55 R19 111W XL 1088 50 8.0 265 763 8.0

50 Series

235/50 R18 101W XL 823 50 7.5 245 693 8.0

255/50 R19 107W XL 973 50 8.0 265 739 8.0

265/50 R20 112V XL 1118 50 8.5 277 774 8.0

45 Series
255/45 R20 105V XL 923 50 8.5 255 738 8.0

275/45 R20 110V XL 1058 50 9.0 273 756 8.0
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SUV
SPORTS UTILITY VEHICLE

HP202/HP202+
a.	Extra-ordinary ride comfort and cornering                

capability 

b.	Bionic contours reduce road noise & braking       
distance 

c.	Excellent aquaplaning resistance

Series Size
Load Index 

/Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm

50 Series 285/50 R20 116V XL 1250 50 9.0 297 794 8.8
40 Series 275/40 R20 106V XL 950 50 9.5 278 728 8.8

35 Series
285/35 R22 106V XL 950 50 10.0 290 759 8.8

305/35 R24 112V XL 1120 50 11.0 313 824 8.8
30 Series 305/30 R26 109W XL 1030 50 11.0 313 844 8.8

50 Series 285/50  R20 116V XL 1250 50 9.0 277 796 8.5



HT1000

LT-Metric HT1000

a.	Ultra-modern “variable pitch” tread design offers 
low noise, meant for highway terrain

b.	Wider circumferential grooves & lateral grooves 
evacuate water quickly defeating aquaplaning 
phenomena

c.	Wavy sipes leading to outstanding braking          
performance on wet conditions and delivers                
enhanced ride comfort

Series Size Load Index / 
Speed Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm
75 series 265/75 R16 116T 1247 51 7.5 267 804 9.3

70 series

215/70 R16 100H 798 51 6.5 221 708 8.5
225/70 R16 103S 873 51 6.5 228 722 8.5
235/70 R16 106T 948 51 7.0 240 736 8.5
245/70 R16 107H 973 51 7.0 248 750 8.5
265/70 R16 112H 1118 51 8.0 272 778 9.3
275/70 R16 114T 1178 51 8.0 279 792 9.3
265/70 R17 115H 1212 51 8.0 271 802 10.0

65 series

235/65 R16 103H 873 51 7.0 225 717 8.5
225/65 R17 102H 848 51 6.5 228 724 8.5
265/65 R17 112H 1118 51 8.0 272 776 9.3
275/65 R17 115H 1212 51 8.0 279 790 9.3
285/65 R17 116H 1247 51 8.5 292 802 9.3

Series Size PR
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim 
Width

Section 
Width

Overall 
Diameter

Tread 
Depth

Single/Dual 
(kgs) psi inches mm mm mm

Flotation LT 31X10.5 R15 6 109R 1030 51 8.5 268 775 12.4

85 series
LT 215/85  R16 10 115/112R 1215/1120 83 6.0 216 772 13.0
LT 235/85  R16 10 120/116R 1400/1250 83 6.5 235 806 12.3

75 Series
LT 225/75  R16 10 115/112S 1215/1120 80 6.0 223 744 13.2
LT 245/75  R16 10 120/116R 1400/1250 80 7.0 248 774 12.5
LT 265/75 R16 10 123/120S 1550/1440 80 7.5 266 802 12.2

70 series LT 265/70  R17 10 121/118S 1450/1320 80 8.0 272 804 12.0

4x4
HIGHWAY TERRAIN
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Series Size Load Index / Speed 
Symbol

70 Series 245/70R17 108S

Upcoming size

Upcoming OWL (Outline White Letters) sizes

Series Size Load Index / Speed 
Symbol

85 Series 235/85 R16 LT 120/116 R
75 Series 245/75 R16 LT 120/116 S

70 Series

225/70 R16 103 S
235/70 R16 106 T
245/70 R16 107 H
265/70 R16 112 H

4x4
HIGHWAY TERRAIN



4x4
HIGHWAY TERRAIN

Performance comparison between HT1000 and other brands
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HT1000 vfm
a.	Ultra-modern “variable pitch” tread design offers 

low noise, meant for highway terrain

b.	Wider circumferential grooves & lateral grooves 
evacuate water quickly defeating aquaplaning 
phenomena

c.	Wavy sipes leading to outstanding braking          
performance on wet conditions and delivers                
enhanced ride comfort

Series Size
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter Tread Depth

kgs psi inches mm mm mm
75 Series 235/75 R15 105H 925 44 6.5 235.00 733.00 9.8

70 Series

215/70 R16 100H 800 44 6.5 221.00 708.00 9.3
225/70 R16 103H 875 44 6.5 228.00 722.00 9.8
235/70 R16 106H 950 44 7.0 240.00 736.00 9.8
245/70 R16 111H XL 1090 50 7.0 248.00 750.00 9.8
265/70 R16 112H 1120 44 8.0 272.00 778.00 9.8

65 Series
225/65 R17 102V 850 44 6.5 228.00 724.00 9.8
265/65 R17 112V 1120 44 8.0 272.00 776.00 9.8

4x4
HIGHWAY TERRAIN



LT-Metric AT1000

AT1000AT1000
a.	Cap base construction delivers exceptional ride 

comfort, good handling due to special base         
rubber both in on & off road conditions

b.	Coupling blocks enhance dry grip and                           
steering response, sipes offer good traction on 
wet  conditions

c.	Aggressive block design meant for all types of    
terrain, yet delivering lesser noise

Series Size
Load Index / 

Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter

Tread 
Depth

kgs psi inches mm mm mm
80 series 195/80 R15  96S 710 51 5.5 196 693 9.0

75 series
215/75 R15 100S 800 51 6.0 216 703 9.5
235/75 R15 105S 925 51 6.5 235 733 9.5
245/75 R16 111S 1090 51 7.0 248 774 9.6

70 series
205/70 R15 96T 710 51 6.0 208 668 10.0
255/70 R16 111S 1090 51 7.5 260 764 9.5
265/70 R17 115S 1215 51 8.0 272 804 9.5

65 series
215/65 R16 98T 750 51 6.5 218 680 10.0
255/65 R16 109T 1030 51 7.5 260 738 9.5
265/65 R17 112S 1120 51 8.0 272 776 9.5

Series Size PR
Load Index / 

Speed
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim Width Section 
Width

Overall 
Diameter

Tread 
Depth

Single/Dual (kgs) psi inches mm mm mm
Flotation LT 31X10.50 R15 6 109Q 1030 51 8.5 268 775 12.0
85 series LT 235/85 R16 10 120/116Q 1400/1250 83 6.5 235 806 12.0
80 Series LT 205/80 R16 8 110/108Q 1060/1000 80 5.5 203 734 9.5

75 Series

LT 225/75 R16 10 115/112R 1215/1120 80 6.0 223 744 13.0
LT 245/75 R16 10 120/116R 1400/1250 80 7.0 248 774 12.6
LT 265/75 R16 10 123/120Q 1550/1400 80 7.5 267 804 12.0
LT 285/75 R16 10 126/123R 1700/1550 80 8.0 286 834 13.0
LT 245/75 R17 10 121/118R 1450/1320 80 7.0 248 800 12.3

70 Series
LT 265/70 R17 10 121/118S 1450/1320 80 8.0 272 804 12.3
LT 285/70 R17 10 121/118R 1450/1320 80 8.5 292 833 13.0

65 Series LT 275/65 R20 10 126/123S 1700/1550 80 8.0 279 866 12.0

55 Series
LT 285/55 R20 10 122/119R 1500/1360 80 9.0 297 822 12.0
LT 305/55 R20 10 121/118S 1450/1320 65 9.5 316 844 12.0

4x4
ALL TERRAIN
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Series Size PR Load Index / 
Speed Symbol

80 Series LT 275/65R18 10 123/120S

70 Series
LT 245/70R17 10 119/116R
LT 275/70R18 10 125/122S

60 Series LT 235/80R17 10 125/117R

Series Size
Load Index /

Speed Symbol 

Flotation 31X10.5 R15 LT 109 Q

75 Series
235/75 R15 105 S

265/75 R16 LT 123/120 Q
70 Series 265/70 R17 115 S

Upcoming sizes

Upcoming OWL (Outline White Letters) sizes

4x4
ALL TERRAIN



4x4
ALL TERRAIN

Performance comparison between AT1000 and other brands
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4x4
MUD TERRAIN

MT1000
a.	3 ply polyester construction leads to strong-

er sidewall and offers extra-ordinary resistance 
against impacts in off road.

b.	Anchor type aggressive tread blocks deliver           
remarkable off-road traction.

c.	Alternate scalloped shoulder lugs provide longer 
distance between shoulder blocks maximizing     
biting edges to increase traction in mud & rocks.

d.	Wide open shoulders and stepped block edges   
allow easy flushing of mud & silt.

Series Size PR
Load Index 

/ Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim 
Width

Section 
Width

Overall 
Diameter

Tread 
Depth

kgs psi inches mm mm mm

Flotation

LT 35 X 12.50 R17 10 125Q 1650 65 10 318 876 17
LT 35 X 12.50 R18 10 123Q 1550 65 10 318 876 17
LT 33 X 12.50 R20 10 114Q 1180 65 10 318 876 17
LT 35 X 12.50 R20 10 121Q 1450 65 10 318 876 17
LT 37 X 12.50 R20 10 127Q 1750 65 10 318 876 17



LTR
LIGHT TRUCK RADIAL

CT1000
a.	Most rugged casing construction to withstand    

severe load; superior compounding ensures 
longer mileage

b.	Shoulders’ profile ensures flat footprint,            
thereby offering extra-ordinary resistance against                 
irregular wear

c.	Extremely good handling & road grip in both dry 
& wet conditions

Series Size PR
Load Index / 

Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim 
Width

Section 
Width

Overall 
Diameter

Tread 
Depth

Single/Dual (kgs) psi inches mm mm mm

75 series
185/75 R16C 8 104/102S 900/850 69 5.0 184 684 9.5
195/75 R16C 8 107/105S 975/925 69 5.5 196 698 9.5

70 series
165/70 R14C 6 89/87R 580/545 54 5.0 170 588 8.0
195/70 R15C 8 104/102R 900/850 65 6.0 201 655 10.0
225/70 R15C 8 112/110R 1120/1060 65 6.5 228 697 10.0

65 series

175/65 R14C 6 90/88T 600/560 54 5.0 177 584 9.0
195/65 R16C 8 104/102T 900/850 69 6.0 201 660 9.0
205/65 R16C 8 107/105T 975/925 69 6.0 209 672 9.5
215/65 R16C 8 109/107T 1030/975 69 6.5 221 686 9.8
225/65 R16C 8 112/110T 1120/1060 69 6.5 228 698 10.0
235/65 R16C 8 115/113R 1215/1150 69 7.0 240 712 10.0

LTRC
185 R14C 8 102/100S 850/800 65 5.5 188 650 9.7
195 R14C 8 106/104S 950/900 65 5.5 198 666 9.5
195 R15C 8 106/104Q 950/900 65 5.5 198 690 9.7
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LTR
LIGHT TRUCK RADIAL

CT2000 vfm
a.	Optimized profile to ensure low rolling resistance 

thereby delivering remarkable fuel savings

b.	Three circumferential grooves help in quicker    
water evacuation, resisting aquaplaning; yielding 
to extra-ordinary road grip in wet conditions

c.	Rugged casing construction to endure heavy load, 
while ensuring longer mileage due to superior 
compounding

Series Size PR
Load Index / 

Speed 
Symbol

Max. Load
Max. 

Inflation 
Pressure

Rim 
Width

Section 
Width

Overall 
Diameter

Tread 
Depth

Single/Dual (kgs) psi inches mm mm mm

75 Series

185/75 R16C 8 104/102S 900/850 69 5.0 184 684 9.5
195/75 R16C 8 107/105R 1060/1000 69 5.5 196 698 9.5
195/75 R16C 10 110/108R 1060/1000 76 5.5 196 698 9.5
205/75 R16C 8 110/108R 1060/1000 69 5.5 203 714 9.5
205/75 R16C 10 113/111R 1150/1090 76 5.5 203 714 9.5
215/75 R16C 8 113/111R 1150/1090 69 6.0 216 728 10.0
215/75 R16C 10 116/114R 1250/1180 76 6.0 216 728 10.0

70 Series
165/70 R14C 6 89/87R 580/545 54 5.0 170 588 7.8
195/70 R15C 8 104/102S 900/850 65 6.0 201 655 10.0
225/70 R15C 8 112/110S 1120/1060 65 6.5 228 697 10.0

65 Series

175/65 R14C 6 90/88T 600/560 54 5.0 177 584 7.8
195/65 R16C 8 104/102R 900/850 69 6.0 201 660 9.2
205/65 R16C 8 107/105T 975/925 69 6.0 209 672 9.5
215/65 R16C 8 109/107T 1030/975 69 6.5 221 686 9.5
225/65 R16C 8 112/110R 1120/1060 69 6.5 228 698 9.5
235/65 R16C 8 115/113R 1215/2679 83 7.0 240 712 9.5
235/65 R16C 10 121/119R 1450/1360 69 7.0 240 712 9.5

LTRC

185 R14C 8 102/100S 850/800 65 5.5 188 650 9.0
195 R14C 8 106/104S 950/900 65 5.5 198 666 9.2
195 R15C 8 106/104S 950/900 65 5.5 196 693 9.5
205 R16C 8 110/108Q 1060/1000 65 6.0 208 736 10.0



LTR
LIGHT TRUCK RADIAL

Performance comparison between CT2000 vfm and other brands
Internal Noise on Smooth Road test

Lateral Aquaplaning Summary Dry Braking Distance 

Internal Noise on Rough Road test

Subjective Evaluation 
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